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UNIQUE SASH BALANCES 

for Double-Hung 

WOOD 

WINDOWS 


COLISEUM PARK APTS. Arch: Sylvan & Robert Bien 
COLISEUM CIRCLE, N. Y. Builders & Owners: Columbus Circle North Inc., 
Columbus Circle South, Inc. 



ORANGE ELEMENTARY SCHOOL Arch: Outcalt-Guenther & Assoc. 
PEPPER PIKE VILLAGE. OHIO Gen, Cont: The Dunbar Co.. 

and Paugh & Brown Inc. 


For more than TWENTY-FIVE YEARS, Architects, Con¬ 
tractors, and Window-Unit Manufacturers have been 
specifying UNIQUE Sash Balances for installation in 

• RESIDENTIAL BUILDINGS 

• INSTITUTIONAL BUILDINGS 
•COMMERCIAL BUILDINGS 

• SCHOOLS and CHURCHES 


They have specified UNIQUE, the world's most efficient 
sash balance, in perfect security because they know its 
principle of operation is the superior method of sash 
counter-balance. 

THE FACTS 

• Positive sash counter-balance at all positions at all times. 

• Accelerated Spiral Rod action is mechanically foolproof. 

• Materials of highest quality available. 

• Construction based on proven engineering principles. 

• Time-Tested—Over 25 years sales leadership. 

• Industry approval—Over 180,000,000 in worldwide use. 

• The one sash balance guaranteed for lifetime dependability. 

• Always silent and smooth sash movement. 

• Quick installation (assembly line or at job site) 

• Automatic balancing eliminates need for jamb friction. 

• Can be installed with or without full-jamb weatherstrip. 

• Sash will positively not creep or drop. 



BALANCE 


• For glazed sash that weigh up to 30 lbs. each. 

• Sash openings up to 1 2'0" or where either sash does not 
exceed 6'0" in height. 

• For all sash openings Western, Boston, Ohio, etc. 

• Groove must be 5/8" x 5/8" after fitting sash to frame. 

• Top sash with lugs require special fittings. Be sure to specify 
when used. 

• For sash of sizes or layout other than standard stock sizes, 
such as off-center meeting rails, specify with complete 
details. Include measurement to spring lines for circle and 
segment head windows. 

Specify the World’s leading Sash Balance! 


40° PITCH 


50° PITCH 


60° PITCH 


70° PITCH 


THE SASH BALANCE WITH ACCELERATED SPIRAL ROD ACTION 

...to guarantee perfect window COUNTER-BALANCE at every position of the window! 


2 


















ARCHITECTS • BUILDERS • CONTRACTORS 
Save Time—Delays—Expense, include UNIQUE 
Sash Balances in millwork specifications 



SILL SILL 

FRAME CONSTRUCTION MASONRY CONSTRUCTION 


Scale of Details Foot 


TYPICAL FRAME DETAILS 
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1 BALANCE 


• For glazed sash that weigh from 25 to 80 lbs. each. 

• Sash openings up to 1 or where either sash does not 

exceed in height. 

• Groove must be at least 1 5/16" x 15/16'' after fitting sash 
to frame. V' x 1" square groove if jambs are plowed. 

• Where sash are of sizes or layout other than Western open- 
•rigs, give complete details or information. Include measure¬ 
ment to springlines for circle and segment head windows. 

• For top sash having lugs a detail of lug is required. 


Weight of Sash 
Steel Coil Tension 


PERFECT 

X Accelerated Spiral = COUNTER 

BALANCE 
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UNIQUE 



THE WORLD’S MOST 
EFFICIENT 
SASH BALANCE! 


(DuPont 


(Cold Rolled Steel) 


BALANCE FOOT 
(Rust-Proof Cold Rolled Steel) 



UNIQUE BALANCES FOR ALUMINUM 
AND STEEL D.H. WINDOWS 








































































































































AIR'LOC, the balanced take-out window 
hardware for homes in alt price brackets—a 
new standard of year-round comfort and con¬ 
venience. Acclaimed by architects and builders 
for outstanding quality, lasting dependability 
and ease of operation. Engineered to stand up 
under rigid conditions for a lifetime of daily 
use. 


OUT 


IN 


AIR-LOC clicks-in. Replace top 
window first. Put left side of 
window in back movable chan¬ 
nel. Push window to left enough 
to let right side enter channel 
run above click-in fitting. Now 
move window down until you 
hear a click. It's in that easy. 
Replace lower windows in same 
manner. 


14 REASONS WHY YOU SHOULO USE AIR-LOC 
THE MOST DESIRABLE TAKE OUT WINDOW OF ALL 

1. You can remove one or both sash for cleaning, painting 
or repairing. 


AIR-LOC zips out. Raise window 
4" or 5" as shown. Push window 
to left far enough to clear the 
right side channel. Swing window 
towards you. It's out that easy. 
Repeat same operation with top 
windows. 



THE PERFECT-FIT FEATURE OF AIR-LOC 

—automatic adjusting of the movable chan¬ 
nel to the width of the window assures 
smooth operation at all times, plus absolute 
weatherproof fit. 


AUTOMATIC "CLICK-IN" BALANCE LOCK 

—no tapes, cables, levers or gadgets to un¬ 
hook or release. No special tools for making 
adjustments of any kind. 



^IR-LOC is equipped with the famous 
Unique Window Balances to guarantee 
ease of up and down operation of your 
AIR-LOC windows. 


2. AIR-LOC Windows will not paint stick. 

3. Both sash can be removed for 100®/© ventilation. 

4. AIR-LOC Windows cannot be removed from the outside 
when closed. 

5. AIR-LOC Windows will not rattle. 

6. AIR-LOC Windows are weatherproof. 

7. AIR-LOC Windows are balanced with the world famous 
Unique Sash Balance, assuring remarkable ease of up 
and down movement. 

8. AIR-LOC's adjustable, movable jamb channel and pres¬ 
sure seal against both jambs assures a weatherproof 
fit and ease of operation at all times. 

9. The highest quality of material and workmanship assures 
life-long, trouble-free operation. 

10. Frames can be installed in a building with AIR-LOC in 
place and sash installed later preventing sash damage 
and glass breakage. 

11. AIR-LOC can be installed in old windows 
as well as new, requiring a minimum 
amount of labor and at a surprisingly 
low cost. 

12. AIR-LOC Hardware can be used with any 
standard frame and sash with little work 
necessary on the sash. 

13. A wood window frame with AIR-LOC's ad¬ 
justable aluminum channel makes a per¬ 
fect combination for the sash to slide in. 

14. AIR-LOC Hardware will have unbelievable 
appeal to the woman of the home for she 
realizes AIR-LOC eliminates the danger 
and drudgery connected with window 
washing. 
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PATENTS PENDING 



REMODEL YOUR PRES¬ 
ENT DOUBLE-HUNG 
WINDOWS WITH 
AIR-LOG 

It is a simple matter to con¬ 
vert your present double- 
hung windows to modern 
AIR-LOC Take-Out Windows 
by using your existing frame 
and sash. Installation in¬ 
structions packed with every 
set. 



A SIMPLE ADJUSTMENT 

with a screwdriver after in- 
installation is completed 
assures you of an easy oper¬ 
ating window. AIR-LOC will 
never drop or bind since it 
does not depend upon 
friction. 


AIR-LOC Hardware can be used with any 
stock Unique or pulley type frame and sash 
whether the sash has been grooved or not. 
No special details required. 
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SPECIFICATIONS 

All double-hung windows should be fur¬ 
nished with AIR-LOC TAKE-OUT Window 
Hardware. Sash to be 1 %" thick, not to 
exceed 20 lbs. each. Glass height not to 
exceed 30" or sash opening 5'6" in height. 
(Note: AIR-LOC can also be furnished for 
unevenly divided windows.) 


TYPICAL AIR-LOC INSTALLATIONS: 




Delta UPSILON 
FRATERNITY 
HOUSE, Syra¬ 
cuse, New York. 
Builder — Earl 
Schopfer, Syra¬ 
cuse, New York. 
Architect — Gor¬ 
don Schopfer, 
Syracuse, N. Y. 


BRICKMAN PROJECT-400 homes. Ozanam Ave., 
looking North of Lawrence Ave., Chicago, Illinois. 
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UNIQUE BALANCED 

VHif/ex 

FULL JAMB WEATHERSTRIP 
AND SASH BALANCE UNIT 


THE QUALITY BUILT COMBINATION UNIT 
FOR ECONOMICAL INSTALLATION 
GUARANTEED FOR LIFE! 

^nif/ex FEATURES 


• True counter-balancing of sash with world-famous 
UNIQUE Sash Balances. 

• No friction to hold sash. 

• No dropping or creeping of sash. 

• Simplicity of operation. 

• Quiet, effortless operation of sash due to exclusive 
features of UNIQUE Sash Balance. 

• Self adjusting to compensate for swelling or shrinkage 
of sash. 

• All-aluminum full jamb channels for lifetime.durability. 

• Continuous contact between strip and sash assures 
weatherproof fit. 

• Bulk packaged in cartons with sizes clearly indicated. 


QUICK INSTALLATION 

No cutting or preparation of any 
kind necessary if standard frames 
and pre-fit sash grooved for 
UNIQUE Balances are used. Bal¬ 
ances factory pre-set... no adjust¬ 
ments necessary. Just set Uniflex 
Jamb sections over sash and drop 
into frame as shown above. 


Equipped 
with factory 
pre-adjusted 
UNIQUE 
SASH 

BALANCES 


CROSSECTION OF SIDE 
JAMB SHOWING 
UNI-FLEX 
INSTALLATION 


Uniflex can be applied to any stock frame where sash 
are grooved for Unique Sash Balances for Sash open¬ 
ings up to 6' 6” high and sash weighing up to 30 lbs. 
per sash — Vi" or parting bead and sill pitch of 
^4^ or 10°. 


FRAME DETAILS SAME AS FOR AIR-LOC HARDWARE (see p. 5) 

































































CANADA HOUSE 680 FIFTH AVE., N. Y., N. Y. 

Arch: Eggers & Higgins Assoc. Marani & Morris 
Gen.Cont: Walsh Construction Co. 


JACK MEYERHOFF & SONS, YORKEWOOD APTS., BALTI., MO. 

ALWINTITE — Double-Hung Windows 
ARCHITECT: KENNETH MILLER 


METALMASTER ALUMINUM WINDOW INSTALLATION 

Manufacturer: General Aluminum Corp., Dallas. Texas 
Distributor: Sweetwater Sash & Door Co., Sweetwater, Texas 
Dealer: Burton-Lingo Company, Odessa, Texas 
Builder: Irving Yuden, Odessa, Texas • Designer: A. B. Koch, Odessa, Texas 


NEW ADJUSTABLE 
FOOT 


FOOT BODY 


HINGE PIN 


FERRULE 


Recently incorporated into the Unique Balance: 
is the ADJUSTABLE FOOT attachment. Designed 
for quick, accurate balance adjustment by just 
the twist of a screwdriver—a "click" left or righf. 
brings sash and Unique into perfect balance. 


BRONZE CIRCULAR WASHER 


STAINLESS STEEL 
COIL SPRING 


CADMIUM PLATED 
STEEL SPIRAL ROD 
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Custom-Engineered Sash Balances ... to meet your individual 
production needs. Competitively superior Sash Balances that 
will simplify your manufacturing operations and give you 
maximum window production. Consult with our Specialized 
Engineering Service Department, see next page. 

TWO BASIC MODELS 


• For sash weighing 30 lbs. or less 

• Channel in sash stile, or jamb 
section, needs to be only 

Vs" X Vs" space for balance 

• Furnished with plastic or 
aluminum protective covers 

• Available with New Adjustable 
Foot. (See description below). 


• For sash weighing 30 to 80 lbs. 


• Channel in sash stile or jamb 
section, needs to be only'15/16" 
X 15/16" space for balance. 

• Furnished with only aluminum 
protective covers 

• Heavy-duty characteristics to 
withstand heavier usage and 
extra weight 


TYPE D 


TYPE M 



























































SPECIALIZED 

ENGINEERING 

SERVICE 

Our years of engineering “know 
how" is available to you. Consult 
us before you design new win¬ 
dows or redesign your present 
production unit. Take advantake 
of this “specialized engineering 
service” which may lower your 
production cost and improve the 
quality of your product. 

Address: 

ENGINEERING SERVICES, 
Unique Balance Company, 
41 Magee Ave., Stamford, 
Connecticut. 


EVERY UNIQUE BALANCE IS GUARANTEED FOR LIFE! 
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UNIQUE BALANCED WINDOW 
PRODUCTS ARE AVAILABLE THROUGH 
WHOLESALE JOBBERS, WINDOW MANUFACTURERS 
and LEADING MILLWORK and LUMBER 
DEALERS EVERYWHERE! 



MONTREAL, CANADA; MELBOURNE & SYDNEY, AUSTRALIA; RIO DE JANEIRO, BRAZIL; YEOVIL, ENGUND 













Digitized by; 



INTCRNATIONAL 

ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY. 

INTERNATIONAL 

www.apti.orq 


BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 

https://archive.ora/details/buildingtechnologvheritaqelibrarv 


From the collection of: 
Mike Jackson, FAIA 









